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Operations Overview
[bookmark: _Toc197854722]Unpacking and Inspection

This printer has been specially packaged to withstand damage during shipping.  Please carefully inspect the packaging and printer upon receiving the bar code printer. Please retain the packaging materials in case you need to reship the printer.


Unpacking the printer, the following items are included in the carton.

· One printer unit
· One Windows USB Key Drive for Drivers / Manuals.
· One quick installation guide
· One power cord
· One USB interface cable
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If any parts are missing, please contact HellermannTyton Support: 1.800.537.1512

[bookmark: _Toc165887864][bookmark: _Toc197854723][image: ]
Printer Overview
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Loading Ribbon
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Lock down, push up face plate, and close lid.
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Setup
[bookmark: _Toc197854728][bookmark: _Toc43170658][bookmark: _Toc43170858][bookmark: _Toc43171028][bookmark: _Toc43171586][bookmark: _Toc43172115][bookmark: _Toc43172169][bookmark: _Toc43172901][bookmark: _Toc43173002][bookmark: _Toc43173215][bookmark: _Toc43173804][bookmark: _Toc43261341][bookmark: _Toc43261449][bookmark: _Toc43261485][bookmark: _Toc43288719][bookmark: _Toc43288769][bookmark: _Toc43888582][bookmark: _Toc43888633]Setting Up the Printer
Connecting to the Power Supply
The printer is equipped with a wide area network unit. The device can be operated with a supply voltage of
230 V~/50 Hz or 115 V~/60 Hz without adjustment.
Check that the device is switched off.
Plug the power cable into the power connection socket (6).
Plug the power cable into a grounded socket.
Turn on printer; driver should automatically load, but if NOT please continue to NEXT page.
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Installing the printer drivers


Plug your USB stick into a separate port on your computer; this stick contains your printer driver.
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SELECT “Open folder to view files” 
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 (
Access the files on the USB stick
)

 (
DOUBLE CLICK ON 
PrnInst
 
TO OPEN THE DRIVER INSTALLER
)
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 (
CLICK ON
 NEXT
)
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Select TTM430
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Next

Choose a USB Port that is NOT used by any other device. This must only be for the printer.
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Device Overview

Fig 1  Overview

1 RS-232 serial interface

2 USB 2.0 High Speed Slave interface

3 Two USB master interfaces for keyboard and
scanner

4 Ethemet 10/100 Base T interface

5 CompactFlash card siot

6 Power supply socket

7 PC card slot, type Il

8 Power switch

9 Cover

10 Roll hub
1 Holder siots

12 Ribbon rewind hub

13 Printhead mounting with printhead
14 Release bution of the print module
15 Pressure roller

16 Control panel

17 Graphic display

18 Label outlet in the control planel
19 Navigator pad
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Setup

Setting Up the Printer

Connecting to the Power Supply
“The printer is equipped with a wide area network unit The
230 V150 Hz or 115 V~/60 Hz without adjustment
Check that the device is switched of.
Plug the power cable nto the power connection socket (5).
Plug the power cable info a grounded sockel.
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ing Label Rolls

Adapting the Roll Hub

Label rolls are supplied with different diameters. The roll hub can hold label rolls with a core diameter of 38 - 75 mm,
or 76 mm with the detachable adapters fitted

Loa

Fig.3  Roll hub with and without adapter

Dismounting the|adapter

> Open the cover and remove the roll hub (10 - fig. 1) from the printer.

P Remove the edge stop (3), [> item 4.1.2), press the adapter (2) in at the three pressure points (1), as shown in the
figure, and remove it

Mounting the adapter

Push the adapter (2) on until it siots into place.

[
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4.1 Jprintfile Ctl-P)] Labels =
Loading Label Rolls The method of loading label rolls applies to both thermal paper labels and labels that are printed by means of a
transfer ribbon.

Adapting the Roll Hub

Label rolls are supplied with diflerent diameters. The rol hub c3
‘or 76 mm with the detachable adapters fitted

Fig.3  Roll hub with and without adapter

Dismounting the{adapter Fig. 4 Roll holder and path of the label stock

P Open the cover and remove the roll hub (10 -fig. 1) from thd | 1. Open the cover and hinge down the control panel. 4
2. Take the roll hub (10 - fig.1) out of the holder slots (11 - fig 1) in the printer.
3. Press down the lever (3) on the edge stop 2 (2) and pull the edge stop off from the label core (4)
4. Ifnecessary, mount or dismount the adapter, > item 4.1.1. Slide the label roll over the label core (4) and place

it against the edge stop 1 (1) so that it is guided by the adapter (5) and the flange of the edge stop. In so doing,
ensure that the labels on the unwound strip are facing up irrespective of the wind direction.

5. Remount the edge stop 2 (2) on the fabel core (4) and, with the lever pressed (3), slide it against the label roll In
0 doing, the abel roll is automatically set in the center line by the edge stops. Place both edge stops against the.
label roll, and release the lever (3).

6. Place the roll hub back into the holder siots on the printer. Ensure that the rounded surfaces of the edge stops are
facing forward, [> fig. 1

7. Press the release bution (14 - fig.1) and hinge the print module up.

8. Feed the label stock forwards under the deflector () and over the print roller (9) until t projects about 15 cm out
of the printer.

9. Move the label guides (8) apart with the setting wheel (7) until the labels can pass between them. Press the strip
Iabel down, and move the fabel guides (8) back up against the edges of the label.

10. Hinge the print module down and press evenly on the two marked surfaces so that the unit snaps in on both
sides.

1. For peel-off mode [> item 4.3
For tear-off and cutting mode:

Feed the fabel stock out through the Iabel outiet in the control panel (18 - fig.1). Hinge up the control panel and
close the cover.
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4 Loading Material

1. Open the cover and hinge down the control panel.
2. Press the release bution and hinge the print module up.
3. Press the ribbon supply hub (2) to the right until there is perceptible resistance, pullt to the left out of the guide
slot (1) and remove it
4. Set the width of the ribbon roll on the ribbon supply hub (2). For that purpose press the lever (4) and move it
» sidewards. The set roll width is shown on the scale (3) of the ribbon supply hub (2). 9
5. Siide the ribbon roll onto the ribbon supply hub (2) until the lever (4). Ensure that the coated side of the transfer
fibbon (7) is facing to the fabel stock
6. Toinsert the ribbon supply hub (2) again press the rectangular end (5) of the hub against the spring in the right-
hand holder, and siide the left-hand end into the guide siot (1) as far as it will go.
7. Hinge the print module down (do not slot in).
8. Insert an empty roll(10) for the sed transfer ribbon onto the ribbon rewind hub (9) and set the width for the empty E]
roll similarly to steps 310 5.
9. Toinsert the transfer ibbon rewinding unit () again press the rectangular end (5) of the hub against the spring in
the right-hand holder, and siide the left-hand end into the guide siot (6) as far as it wil go.
10. Feed the transfer ribbon (7) over the printhead 1o the ribbon rewind hub (9), and attach the ribbon to the empty roll
with adhesive tape.
Ensure that it is wound as shown in the figure and ensure that the ribbon is not twisted.
1. Tum the tension wheel (11) in the winding direction until the ribbon is tightly wound on the roll.

12.Slot in the print module by pressing the marked surfaces (8) on bot sides, hinge p the control panel and close
the cover.
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ribbon (7) is facing to the label stock.

To insert the ribbon supply hub (2) again press the- Step 1

hand hoider, and siide the feft-hand end Info the guide- Place the ribbon main spool on the spindle. Center it. Square Peg will be on right side, ribbon

Hinge the print module down (do not siot in). paying out from bottom.

Insert an empty roll (10) for the used transfer ribbon of

ol similarty to steps 3 to 5.

To nsertthe transfer ribbon rewinding unit (9) again pre

the right-hand hoider, and side the lefthand end info t
10. Feed the transfer ribbon (7) over the printhead to the r

with adhesive tape.

Ensure that 1 is wound as shown in the figure and enst
11.Tum the tension wheel (11) in the winding direction unij
12. Slotin the print module by pressing the marked surfa

the cover

Step 2
Release printhead assembly and place spindle with ribbon in the lower section. Ribbon is
paying out from behind the main spool.

PAGE7OF13  205WORDS [IX

e - e




image20.png
@ H S s
Tl HOME | INSERT  DESIGN  PAGELAYOUT  REFERENCES  MAIINGS  REVIEW  VIEW  ACROBAT

R e

Paste -
~ < Format Painter

[f = How to load ribbons on TTM430.pdf - Adobe Acrobat Pro DC =18
Fle Edt View Window Help

= 2 T | AaBbi 4aBsccz AaBL AaBbC

&~ | TCoption Emphasis [1Headingl| THeading2 T

Home Tools How to load ribbon. @ [ Jon-

® 8 Qo uedar kOO wx - B BAET -

B I U-akx x

Clipboard r. Font

Step 4.
Tape or wrap the ribbon on the take-up spindle (with cardboard tube). The ribbon will go below

the take up and wrap from behind. Most ribbons in our assortment will appear matte (towards
the labels) and gloss on the take-up spindle.

PAGEB OF15 205WORDS [|%

g ©

= e Cil=ib




image21.png
B HS 0= I = How to load ribbons on TTM430.paf - Adabe Acrabat Pro DC o | 6 [
Tl roME | NSIRT  DESGN  PAGELAYOUT  REFERENCES  MALINGS  REVEW  VIEW  ACROBAT
a - .
i o &K
Copy

Paste . .
T S FormatPainter | B T U v 3k . X

Fie Edit View Window Help

Home Tools How to load ribbor

& B Q| ® ulean | K M O@ [mex -

£ | TCaption Emphasis THeadingl THeading2 T

o

Clipboard r. Font

Step 3.
Bring ribbon out and then up over the printhead.
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