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NOTES:
1. FLAMMABILITY UL94-V2
2. OPERATING TEMPERATURE -40 F TO 347  F (-40 C TO 175 C
3. MELT POINT 392 F (200 C)
4. ABRASION PROTECTION HIGH
5. RECOMMENDED CUTTING SHEARS
6. EMI REQUIREMENTS 10 KHz TO 1 GHz ACCORDING TO CISPR25
7. RoHS
8. HF

NOMINAL 
SIZE TYPE OD ID

EXPANSION RANGE          
(FOR REF ONLY) L (FT) WEIGHT         

(LBS)
MINIMUM MAXIMUM

1/8 HEGEMIP04 .175 .125 .16 .26 328 4.74
1/4 HEGEMIP06 .30 .25 .2 .39 328 6.28
5/16 HEGEMIP08 .3625 .3125 .32 .45 328 5.84
3/8 HEGEMIP10 .38 .375 .32 .52 164 9.6
7/16 HEGEMIP12 .4875 .4375 .39 .59 164 10.6
1/2 HEGEMIP14 .55 .50 .47 .71 328 12.8
9/16 HEGEMIP16 .6025 .5625 .55 .79 328 15.9
5/8 HEGEMIP18 .630 .625 .63 .87 164 17.3
3/4 HEGEMIP20 .80 .75 .71 .98 164 22.1
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